


Nippon Paint

Matex M600

Interior Emulsion Paint

M FHESEM600AiE 2L B %

Nippon Paint Matex M600 Interior Emulsion Paint is ideal for interior walls and ceilings. It dries to a tough, smooth and
durable matt finish. It is long lasting, fungus and alkali resistant with excellent adhesion, easy application, good

coverage / opacity and matching your simple yet tasteful lifestyle.
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Outstanding Feature ZE&¥FE,
Anti-Fungus and Alkali Resistant $ii# B 8
Good Coverage EZE 15
Excellent Adhesion P& 7154
Easy Application i L& %

Theoretical Coverage EiRE & H

12.7 sq.m/litre/coat (30 microns DFT)
12.7 EHK/FHE (RZEEE: 3098K)

Drying Time (at 25-30°C)

Touch dry BEECEHR] :
At least 30 minutes F430457 88

Recoating E3Z[HFREFRE :
At least 2 hours D 2/\F

Packing 85

5 Litre, 18 Litre 5F, 18
Finish 32

Matt 5



Nippon Paint Matex M600 interior Emulsion Paint 7338 M600 P

Standard Colours/gggg 5

Bk A1741 9B A1763 5‘(% A1740 REE A1764
R A1826 ARE A1825 BE A1523 BB A1522
ey A1916 HE A1917 BxE A1214 ETE A1213

Also available in White (A1101) and Black (A1400) ZFHE (A1101)REE (A1400)r {8 -
All colours shown are closest to the actual Nippon Paint Colours as modern printing technigues permit, for reference only. All colours are subject to the original paint colour.
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Technical Information
R ir &

Surface Preparation & E 52 12

Prepare unpainted surface i ifm :
Remove any dust, grease and loose matter. Surface should be clean, dry & stable.

ARRRERE MR BRI MRAFLR R SR R R RERNTE

Prepare painted surface E 3 :
Remove old layers, dust and contaminant. Sand all glossy, rough or patchy surfaces.
BREREAFENRE  BRREREM DTS #TTE  FR LRS-

Recommended Application i T 75 5%

1 coat of Nippon Paint Vinilex 5101 Wall Sealer.

— BB ABE 510K H R -

2 coats of Nippon Paint Matex M600 Interior Emulsion Paint.
MBI FBEFE M600 IR R

Dilution 752
Using brush and roller — dilute with max. 20% (volume) clean water.
RIZ B E - AIMAFSH20%(BRBEL)RFKHR -

Stir well before use. {i FRTRERIHE) -
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It serves to exterminate the
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NIPPON PAINT (H.K.) CO., LTD.

Unit 509-515, 5/F, Trade Square, 681 Cheung Sha Wan Road, Kowloon, Hong Kong
Tel: (852) 2699 9333 Fax: (852) 2602 8844  Email: np@nipponpaint.com.hk

www.nipponpaint.com.hk
A MEMBER OF THE NIPSEA GROUP f O‘



